LED Video Processor

LED-580F

LED-580F series video processor is a high performance processor which has various input and output plugs,
including Dual link DVI, DVI, HDMI, DP, VGA and AV input plugs and audio input & output plugs.

LED-580F series video processor supports 4Kx2k input, which can realize pixel to pixel and scaling display with

simplifies operating. It supports preview, hot backup, multi—-machine cascade, customized output resolution,

EDID management, SDI output, Dual link DVI output, DP output, fade, seamless switch and schedule function.

LED-580F series video processor is used in stage shows, conference, exhibition, press conference, command &

control center, surveillance center, stadium, and airport.
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1-—AV 1 Input
2——AV 2 Input
3--DP Input

4--VGA Input
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5—-—HDMI Input
6—-DVIInput
7--E.M.Input
8——Audio Input
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9--DP Output
10--VGA Output
11--DVI 1 Output
12—--DVI 2 Output
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13-—-E.M. Output
14--RS 232 Output
15——Audio Output
16--RS 232 Input
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110~220VAC

17--PC control plugs
18——-LAN

19--USB for software upgrade
20--Sending card plugs



Product function

o 4Kinput & output

Input resolution 3840 x 1080@60Hz. 2560 x 1600@60Hz
Output resolution 3840 x 1080@60Hz. 2560 x 1600@60Hz
Dual link DVIinput & output

DP input & output

Customized input resolution(any resolution within 4k)
Customized output resolution(any resolution within 4k)
PIR/POP

Dual channel image crop
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Fade in/fade out

Function description

« Single machine splicing

DVI 1 output

DP customized input resolution

« Multi-machine splicing
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LED screen

DVI 1 output DVI 2 output

Expanding
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DP LOOP
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Text overlay

4 channels Audio signal input
Audio delay

Accurate brightness control
Multi—-machine cascade

Hot backup

Preview

Schedule

Lock aspectratio

SDI output

Modularity Upgrade service

DVI 2 output )
Expanding
monitor output

DVI 1 output ’ ‘ DVI 2 output

monitor output
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LED Video Processor

Schematic

Monitor LED screen

RS232/IN

PC DP sources Audio input

Product dimension Unit:mm

HDMI sources
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Specification

Inputs

Ports No. Resolution Specification

AV 2 PAL NTSC SECAM

VGA 1 VESA

DVI 1 VESA

DP 1 Displayport1.1/1.2

HDMI 1 HDMI1.3/1.4

spI* 1 480i/60Hz 576i/560Hz 720p/60Hz 1080i/50Hz/60Hz
1080p/50Hz/60Hz(3G SDI)

Outputs

Ports No. Resolution Specification
2K x 1K resolution:

VGA 1 1024 x768/60Hz 1280x1024/60Hz 1280x720/50Hz/60Hz
1440x900/60Hz 1680 x 1050/60Hz 1600x 1200/60Hz
1600x 1200/60Hz-Reduced 1920x1080/60Hz/50Hz

DVI 9 1920%x1200/60Hz 2560x816/60Hz 2048 x1152/60Hz
2304 x1152/60Hz 1024 x1280/60Hz 1536 x 1536/60Hz
2K x 2K resolution:

CLi 1 2560 1024/60Hz 2560 1600/60Hz 2560 x 1440/60Hz
1080x3840/60Hz 3840x1080/60Hz 1920x1080/120Hz
1920x 1080/100Hz

DP 1 Customized output resolution:

Horizontal resolution:max.3840
Vertical resolution:max.3840

(VGA+DVI)* 1 1920x1080/60Hz  1280x1024/60Hz 1024x768/60Hz
480i/59.94Hz 480i/60Hz 576i/50Hz 720p/50Hz

— 1 720p/60Hz 1080i/50Hz 1080i/59.94Hz 1080i/60Hz
1080p/23.9Hz 1080p/24Hz 1080p/25Hz 1080p/29.9Hz
1080p/30Hz 1080p/50Hz 1080p/59.94Hz 1080p/60Hz

*Optional

Console specification
Power supply

100-240V AC 50/60Hz

Power consumption

40W

Operation temperature

0~45C

Product dimension (LxWxH)

482.6x301.3x66.8mm

Packing dimension (LxWxH)

555.0x430.0x 145.0mm

N.W. 4.7kg

G.W. 6.5kg

Product guideline

Item number Description

LED-580F Basic

LED-582F Basic+Expanding 2 x DVI output module
LED-583F Basic+Expanding monitor output module
LED-585F Basic+Expanding SDI output module
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